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BIS L 4080 EXTRA
Liquid alkaline cleaning agent for more demanding 

cleaning of process equipment in industry

Application area:

Intended for more demanding cleaning (heavy soils: fats, proteins,

carbohydrates; cleaning with hard water, etc.) of process equipment in

the food industry (dairy production and processing; cleaning of glass

packaging in breweries, alcoholic and non-alcoholic beverage plants,

and oil production; cleaning of smoke chambers in the meat industry,

etc.) as well as for all alkaline cleaning and the most severe soils in

various industrial sectors. Suitable for CIP cleaning as well as other

recirculation cleaning processes. Effective for the removal of wine scale.

INGREDIENTS: <5% non-ionic surfactants, EDTA

CONTAINS: sodium hydroxide (CAS: 1310-73-2 / EC: 215-185-5)

CIP

Properties:

Strong alkaline agent, capable of flawlessly removing even the toughest

soils, and efficiently emulsifying fats and oils. Specially selected

components in the formulation prevent the precipitation of water

hardness salts, ensuring excellent cleaning performance even when

using hard water. Does not corrode iron, steel, copper, glass, rubber, or

plastic. Not recommended for surfaces made of light metals. The pure

product solution does not foam. Any foam generated due to soil load

can be controlled by using a suitable BIS product for this purpose.

Density:(20°C) ..................................................................... 1350 kg/m3

pH

11 12 13 14

Product application:

All surfaces to be cleaned should first be rinsed with a stream of

lukewarm or cold water to remove coarse soiling. The product is applied

at a concentration of 0.5–5%, and for heavier soils up to 10%, at

temperatures up to a maximum of 85 °C. Depending on the cleaning

program and the degree of soiling, cleaning times range from 15

minutes to 1.5 hours. After cleaning, thorough rinsing with warm water

is required.

5-50 ml /1 L

0,5-5%
automatkso 

doziranje

2-20 ml/1 L

0,2-2%

30-100 

ml/1L

3-10%
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Determination of working concentration

Volumetric determination – Titration

Titrate 10 ml of the working solution with 0.5 mol/L (0.5 N) HCl using

phenolphthalein as an indicator until the red-violet color

disappears.Factor for concentration calculation: 0.64

U = ml used HCl

U x 0,64 = concentration BIS L 4080 EXTRA (%)

Conductometric determination

Measure the conductivity of the solutions using a laboratory

conductometer WTW LF 197.

mS/cm

(22°C)
8,8 16,8 30,7 46,0 60,0 74,6 87,6 100,9 112,7 126,1 137,6

BIS L 4080 

EXTRA %
0,5 1 2 3 4 5 6 7 8 9 10

Safety advice and storage instructions:

Do not mix the product with other cleaning agents. Complete handling

and disposal instructions can be found in the Safety Data Sheet (SDS).

Store in the original, well-sealed packaging in a dry, cool, dark, and

ventilated area, protected from heat sources and sunlight. Prevent

freezing. Keep separate from oxidizers, acids, light metals, and flammable

organic substances.


