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BIS O 2700
Mildly alkaline liquid cleaning and degreasing 

agent

INGREDIENTS: 5–15% anionic surfactants; <5% non-ionic surfactants; 

phosphonates

Application:

The product is intended for cleaning and degreasing of all types of

devices, appliances, and equipment in the food industry, professional

kitchens, and other industrial sectors. It is suitable for washing all

washable floor and wall coverings. The product is also highly effective

for cleaning vehicles (trailers, trucks, tarpaulins, buses, railway wagons,

external engine parts, and undercarriages).

Properties:

The product is formulated based on a combination of high-quality

surfactants that enhance the removal of soil and contaminants.

Although mild, it provides excellent degreasing performance, while

keeping the removed impurities dispersed in the solution. It is soluble in

all proportions in both cold and hot water. Water hardness salts do not

affect its effectiveness, allowing it to achieve excellent results even

when used with very hard water. Does not corrode metals, nor damage

rubber, plastics, skin, or any other water-resistant materials.

Density: (20°C) ..................................................................... 1024 kg/m3

10-20 ml/1 l

1-2 %

pH

9 10 11 12

Product Application:

The product can be applied manually or mechanically at a concentration of

1–3% (10–30 mL per 1 L of water), depending on the degree of soiling, at

temperatures up to a maximum of 60°C. For heavier soiling, use up to 5%

(50 mL per 1 L of water). Rinse, preferably with warm water.

Safety Advice and Storage Instructions:

Do not mix the product with other cleaning agents. Complete handling

and disposal instructions can be found in the Safety Data Sheet

(SDS).Store in the original packaging in a dry and cool place. Keep separate

from acids.

20-30 ml/1 l

2-3 %

10-20 ml/1 l

1-2 %
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Determination of working concentration

Volumetric determination

Titration

Titrate 100 ml of the working solution with 0.1 mol/l (0.1N) HCl using 

phenolphthalein indicator until the red-violet color disappears.

Conductometric determination

Solutions prepared in Osijek tap water.

BIS  O  2700 % 0 1 2 3 4 5 6

consumption

ml of 0.1 N HCl

Tap water

1 2 2,4 2,6 3,4 4,4 4,8

BIS O  2700 % 0 1 2 3 4 5 6

mS/cm  (21°C) 

tap water
0,842 0,94 1,05 1,273 1,482 1,652 1,841


