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BIS O 2505
Powdered mildly alkaline cleaning and 

degreasing agent

INGREDIENTS: 15–30% phosphates; <5% anionic surfactants, non-ionic

surfactants

CONTAINS: disodium metasilicate (EC: 229-912-9)

Field of application:

Designed for regular cleaning and degreasing of all hard surfaces (metal,

rubber, plastic, etc.) across all sectors and types of industry (food

industry – dairy, meat processing, beverage industry, bakery,

confectionery, etc.; metal industry, and others).

Properties:

The high content of surfactants enables the removal of even the

toughest dirt, with excellent emulsification and dispersion of fats, even

at lower working temperatures. Water hardness salts do not affect its

effectiveness, allowing excellent results even when using very hard

water. Thanks to built-in corrosion inhibitors, it does not corrode metals

or damage rubber or plastic.
Product application:

The product is used as an aqueous solution at a concentration adjusted

according to the type and degree of soiling. Cleaning can be performed

manually, in dipping tanks, or using specialized equipment (e.g., jet

washers).For cleaning and degreasing metal parts, the optimal

concentration is 2–4%. If, for specific reasons, the washing process is

carried out with a cold solution, cleaning effectiveness can be

significantly improved by increasing the mechanical action (scrubbing,

using jet washing equipment, etc.). However, whenever possible, warm

water should be used during washing. When using jet washers, a

product concentration of 0.5–1% is sufficient. Washing time depends on

both the level of soiling and the cleaning system used, as well as the

mechanical effect achieved. Thoroughly rinse treated surfaces with

water.
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Safety Advice and Storage Instructions:

Do not mix the product with other cleaning agents. Complete handling

and disposal instructions for this product can be found in the Safety Data

Sheet (SDS).Store in the original, well-sealed packaging in a dark, dry, and

ventilated area. Keep separate from strong oxidizers. Prevent contact with

moisture.

Determination of Working Concentration

Volumetric Determination – Titration

Titrate 10 ml of the working solution with 0.1 N HCl using methyl orange

as an indicator (color change from yellow-orange to onion-skin red).Factor

for concentration calculation:0,1

U = ml used HCl

U x 0,1 = concentration BIS O 2505 (%)

Conductometric Determination

Conductivity of solutions measured using a WTW LT 196 laboratory

conductometer (solutions prepared with Osijek tap water).

mS/cm

(40°C)
0,92 7,93 13,83 24,9 34,7 45,2 51,5

BIS O 2505 % 0 0,5 1 2 3 4 5


