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BIS DIMAL DUO
Highly alkaline liquid cleaner and degreaser for 
heavy soiling

INGREDIENTS: < 5% nonionic surfactants, phosphonates, polycarboxylate
CONTAINS: sodium hydroxide (EC: 215-185-5), potassium hydroxide (EC: 
215-181-3)

Application field: The product is intended for regular cleaning of
smoke chambers, smoke generators and other heavy soiling in the meat
production and processing industry (e.g. fish processing, evisceration
lines) but also for all other more demanding cleaning in the food
industry, as well as in other branches of industry.

Safety advice and storage instructions: Do not mix the product with
other cleaning agents. Complete instructions for handling and disposal of
this product can be found in the safety data sheet.Store in the original
container in a dry, cool, dark and ventilated area, protected from heat
sources and sunlight. Prevent freezing. Keep away from oxidants, acids,
light metals, organic flammable substances.

Properties: The composition of the product (a combination of
potassium and sodium alkali and highly effective surfactants)
accelerates the process of removing even the most difficult dirt. It
creates a stable foam and thus remains on the treated surfaces for a
longer time. It is soluble in all proportions in cold and hot water.
Specially selected components in the system prevent the precipitation
of water hardness salts and thus ensure superior cleaning effects even
when working with hard water. It should not be used to clean surfaces
made of aluminum, non-ferrous metals and other alkali-sensitive
materials.
Density (20°C) ...................................................................... 1317 kg/m3

Product application: It is applied in a concentration of 3-5%, and for
heavier soiling up to 10%, at a temperature of up to 80°C. Depending on
the washing program, or the degree of soiling, washing is carried out for
15 minutes to 1.5 hours. After washing, rinse the treated surfaces
thoroughly, preferably with warm water.
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Određivanje radne koncentracije
Volumetrijsko određivanje Titracija
Titrate 10 ml of the working solution with 0.5 mol/l (0.5 N) HCl using
phenolphthalein indicator until the red-violet color changes.

Factor for calculating concentration: 0.724

U = ml used HCl
U x 0,724 = concentration BIS DIMAL DUO (%)

Conductometric determination

mS/cm
(20°C)

0,623 14,18 42,5 68,8 129,6 152,6 184,4
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