BIS FETOL

Alkaline liquid cleaner and degreaser for cold use

INGREDIENTS: 5-15% non-ionic surfactants, <5% anionic surfactants,
phosphonate, polycarboxylate, EDTA-4Na

CONTAINS: sodium hydroxide (EC: 215-185-5); potassium hydroxide (EC:
215-181-3)

Field of application:

The product is intended for regular cleaning and degreasing of heavy
soiling on all types of equipment, devices, and machinery in the food
industry (meat processing, fish processing, bakeries, oil mills, etc.),
professional kitchens, and other demanding cleaning tasks where high
levels of grease and encrusted soils are present. Suitable for cleaning all
washable floor and wall surfaces. The product is also highly effective for
cleaning vehicles (trailers, trucks, buses, railway wagons, trams),
tarpaulins, exterior engine parts, undercarriages, and similar

applications.
Properties:

The product is formulated with a combination of high-quality
surfactants that enhance the removal of soils. It provides excellent
degreasing and keeps removed dirt dispersed in the solution. Water
hardness salts do not affect its effectiveness. Does not damage paint,
steel, rubber, or plastic surfaces. Exercise caution when using on
aluminum surfaces.

DeNSItY:(20°C) weviieecreiee ettt e 1068 kg/m3

Product application:

Can be applied manually or mechanically at a concentration of 1-3% (10-30
ml per 1 L of water). For heavier soiling, use 5-10% (50-100 ml per 1 L of
water). Optimal cleaning temperature is 25°C. Higher temperatures are not
recommended. When cleaning vertical surfaces, apply the solution evenly
from bottom to top. Thoroughly rinse treated surfaces with water.

10-100 ml /11 4

Safety advice and storage instructions:

Do not mix the product with other cleaning agents. Complete handling
and disposal instructions can be found in the safety data sheet. Store in
the original packaging in a dry, cool place at a temperature up to 25°C. If
separation occurs due to elevated temperature, shake before use. Keep
separate from acids. —
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Proper dosing reduces costs and minimizes environmental impact.
Professional use only
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Determination of working concentration

Conductometric determination:
Solutions prepared with Osijek tap water.
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Proper dosing reduces costs and minimizes environmental impact.
Professional use only
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