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BIS  CIP  K
Liquid acidic cleaning agent

CONTAINS: phosphoric acid (EC: 231-633-2); sulfuric acid (EC: 231-639-5); 

<5% non-ionic surfactants

Field of application:

Intended for regular acidic cleaning of process equipment using CIP

systems and other circulation cleaning systems in all sectors of the food

industry (alcoholic and non-alcoholic beverage industry, dairy, meat,

confectionery, etc.). Also suitable for other acidic cleaning tasks in

various industrial sectors, as well as for regular cleaning of rail vehicles

where inorganic soils are combined with organic contaminants (soot,

tar, dust, resins, fats).

Properties:

BIS CIP K is an acidic cleaner based on a combination of inorganic acids,

non-ionic surfactants, a defoamer, and a corrosion inhibitor. It

effectively and rapidly removes organic soils (proteins, beerstone, yeast,

hop resins, etc.) as well as inorganic soils (limescale, rust). It does not

damage aluminum surfaces and is suitable for cleaning aluminum tanks

in the food industry. Working solutions of the product do not generate

excessive foam and are easy to rinse.

Density:(20°C) ..................................................................... 1280 kg/m3

Product application:

Use at a concentration of 1–5% with a contact time of 15–30 minutes,

depending on the degree of soiling and operating temperature. The

product is highly effective even at low temperatures. For intensive

cleaning (sanitation), increase the concentration up to 10%. For

cleaning wagon panels, use a concentration of 10–25%, depending on

the level of soiling. Rinse treated surfaces thoroughly with water.

pH

1 2 3 4

CIP

20-100 ml /1 L

2-10%

Automatic 

dosing 

10-20 ml/1 L

1-2%

Sigurnosni savjeti i upute za skladištenje

Proizvod ne miješati s drugim sredstvima za čišćenje. Kompletne upute za

rukovanje i odlaganje ovog proizvoda mogu se pronaći u sigurnosno-

tehničkom listu.

Skladištiti u originalnoj ambalaži na suhom i hladnom mjestu. Spriječiti

smrzavanje. Skladištiti odvojeno od metala, lužina i oksida metala.
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DETERMINATION OF WORKING CONCENTRATION

Titration:

Titrate 10 ml of the working solution with 0.5 N NaOH using

phenolphthalein as an indicator (color change from colorless to purple).

Calculation factor: 0.56

U = ml of NaOH used

U × 0.56 = Concentration of BIS CIP K (%)

Conductometric determination

BIS CIP  K  

%
0 0,5 1 2 3 4 5

mS/cm

tap water
0,92 3,70 6,55 11,56 16,10 20,20 23,81

mS/cm

demi

water

0,0031 4,82 7,73 12,41 16,82 21,1 24,9


