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BIS  CIP  A
Liquid acidic cleaner for process equipment via 

CIP and circulation cleaning systems with 

enhanced turbulence

CONTAINS: phosphoric acid (EC: 231-633-2); sulfuric acid (EC: 231-639-5); 

<5% non-ionic surfactants

Field of application:

Intended for regular acidic cleaning of process equipment using CIP

systems and other recirculation cleaning systems across all sectors of

the food industry (including alcoholic and non-alcoholic beverages,

dairy, meat, confectionery, etc.). Suitable for cleaning procedures that

are sensitive to excessive foam formation due to specific equipment

design and soft water. Also highly effective for other types of acidic

cleaning in various industrial sectors.

Properties:

BIS CIP A is an acidic agent based on a combination of inorganic acids,

non-ionic surfactants, defoamers, and corrosion inhibitors. It effectively

and rapidly removes organic contaminants (proteins, beerstone, yeast,

hop resins, etc.) as well as inorganic deposits (scale, rust). It does not

damage aluminum surfaces and is therefore suitable for cleaning

aluminum tanks in the food industry. Working solutions of the product

do not produce excessive foam and are easy to rinse.

Density:(20°C) ..................................................................... 1260 kg/m3

pH

1 2 3 4

CIP

Product Application:

Use at a concentration of 1–4% with a contact time of 15–30 minutes,

depending on the level of soil and operating temperature. The product

is highly effective even at low temperatures. For intensive cleaning

(sanitation), the concentration can be increased up to 10%. Rinse

treated surfaces thoroughly with water.

20-100 ml /1 L

2-10%

Automatic

dosing

10-20 ml/1 L

1-2%
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Safety advice and storage instructions:

Do not mix the product with other cleaning agents. Complete handling

and disposal instructions can be found in the Safety Data Sheet

(SDS).Store in the original packaging in a dry and cool place. Prevent

freezing. Keep separate from metals, alkalis, and metal oxides.

Determination of Working Concentration

Titration:

Titrate 10 mL of the working solution with 0.5 N NaOH using

phenolphthalein as an indicator (color change from colorless to violet).

Factor for concentration calculation: 0.613

U = ml used NaOH

U x 0,613 = concentration BIS CIP A (%)

Conductometric determination

mS/cm

(21,5°C)
0,89 3,29 6,45 9,11 11,56 13,87 16,12 20,22 23,81
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