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Pravilno doziranje smanjuje troškove i negativan utjecaj na okoliš.
Samo za profesionalnu upotrebu.

BIS KM 30
Liquid acidic cleaner

INGREDIENTS: phosphoric acid 25-50%; sulfuric acid; < 5% non-ionic 
surfactants

Application field:
The product is intended for regular cleaning of surfaces with various
inorganic impurities (e.g. limescale, milk scale) with incorporated
organic impurities (milk, fat, resins, etc.).Application area: all branches
of the food industry; large kitchens in catering, healthcare and public
catering; swimming pool areas; dairy and poultry farms, etc.

pH

1 2 3 4

Properties:
Very successfully and quickly removes inorganic (scale, rust) as well as
organic impurities. Does not damage aluminum surfaces and is suitable
for cleaning aluminum containers in the food industry. Very suitable for
cleaning all stainless steel surfaces. The working solutions of the agent
do not create excessive foam. Easy to rinse.
Density (20°C) ..................................................................... 1280 kg/m3

Product application:
It is applied by dipping or spraying in a concentration of 1-5% depending
on the type and degree of soiling and the method of application. For
heavier soiling, it can be applied in a concentration of 15-20%. Contact
time 15-30 minutes with an optimal temperature of up to 50°C. Rinse
the treated surfaces thoroughly with water.

Safety advice and storage instructions
Do not mix the product with other cleaning agents. Complete instructions
for handling and disposal of this product can be found in the safety data
sheet.Store in the original packaging in a dry and cool place. Prevent
freezing.

automatic 
dosing

10-50 ml/1 l
1-5 %

Correct dosing reduces costs and negative impact on the environment.
For professional use only.
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Determining the working concentration
Titration
Titrate 10 ml of the working solution with 0.5 N NaOH using
phenolphthalein indicator (color change from colorless to purple).Factor
for calculating concentration: 0,56

U = ml spent NaOH
U x 0,56 = concentration BIS KM 30 (%)

Conductometric determination

BIS KM 30
%
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mS/cm
water 
supply

0,92 3,70 6,55 11,56 16,10 20,20 23,81

mS/cm
demi. water

0,0031 4,82 7,73 12,41 16,82 21,1 24,9

Correct dosing reduces costs and negative impact on the environment.
For professional use only.
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