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Proper dosing reduces costs and minimizes environmental impact.

Professional use only

.

BIS K 0032

Liquid acidic cleaner – technical hydrochloric 

acid

CONTAINS: hydrochloric acid 32%  (EINECS 231-595-7/CAS-No.7647-01-0) 

Field of application:

Intended for the removal of heavy limescale deposits from steam

boilers, bottle-washing machines, dishwashers, and other technical

equipment, installations, and pipelines. Highly effective for pH

adjustment, particularly in swimming pool water (pH minus).
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Properties:

The product ensures flawless limescale removal. It must not be used on

colored metal surfaces or their alloys (brass, zinc, copper, etc.). Easily

rinsed off.

Density:(20°C) ..................................................................... 1155 kg/m3

Safety advice and storage instructions:

Do not mix the product with other cleaning agents. Complete handling

and disposal instructions can be found in the Safety Data Sheet

(SDS).Store in the original, tightly closed packaging in a cool, dry, and

ventilated area. Keep away from heat sources, flames, and direct

sunlight, and separate from alkalis, metals, alcohols, and reducing,

organic, or flammable substances.

Product application:

Applied mechanically (immersion or spraying) at a concentration of 10–

50%, depending on the degree of soiling and operating temperature.

The product is highly effective even at low temperatures. When

dissolving large amounts of limescale, the reaction is vigorous,

producing a large amount of foam; therefore, a lower concentration

should be used for heavy deposits, repeating the process as necessary.

Rinse treated surfaces thoroughly with water.For swimming pool pH

adjustment, maintain a pH value between 7.2 and 7.6.


