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BIS  CIP  PERFECT
Liquid acidic cleaning agent

INGREDIENTS: <5 % non-ionic surfactants

CONTAINS: amidosulfonic acid (EC: 226-218-8)

Application area: intended for regular acidic cleaning of process

equipment and installations in all branches of the food industry

(alcoholic and non-alcoholic beverage industry, dairy industry, meat

industry, confectionery, etc.). Suitable for cleaning in CIP systems and

other circulation cleaning systems; for machine washing of glass

packaging as well as for all other acidic cleaning processes in various

industrial sectors.

Properties:

BIS CIP PERFECT is an acidic agent based on amidosulfonic acid, low-

foaming surfactants, and corrosion inhibitors. It quickly and effectively

removes organic impurities (proteins, beer stone, etc.) as well as

inorganic ones (scale, rust). The product must not be used on aluminum

surfaces, non-ferrous metals, or their alloys. Dosing equipment must be

made of acid-resistant materials. Working solutions of the product do

not produce excessive foam and are easy to rinse off. The product is

environmentally friendly, free from phosphates and nitrates, ensuring

that wastewater is not burdened with phosphorus or nitrogen.

Density:(20°C)..................................................................... 1073 kg/m3

pH

1 2 3 4

Application:

The product is applied in a concentration of 1–5%, with a contact time

of 15–30 minutes (depending on the degree of contamination and

working temperature of 20–50 °C). The product is highly effective even

at low temperatures. Treated surfaces must be thoroughly rinsed with

water.

Safety advice and storage instructions:

Do not mix the product with other cleaning agents. Complete

instructions for handling and disposal of this product can be found in

the Safety Data Sheet.Store in the original packaging in a dry and cool

place. Prevent freezing. Store separately from metals, alkalis, and metal

oxides.
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Determination of working concentration

Titration:

Titrate 100 mL of the working solution with 0.5 mol/L (0.5 N) NaOH using

phenolphthalein as the indicator, until the color changes from colorless to

purple.

U = ml used NaOH

U x 0,33 = concentration BIS CIP PERFECT (%)

Conductometric determination
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