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BIS S 2050 NEW
Liquid disinfectant

pH

8 9 10 11

Field of application:

It is intended for the disinfection of all equipment in all branches of the

food industry, healthcare, catering, public areas, means of transport,

surfaces where animals live, etc., where it is necessary to apply a

product with extremely effective microbicidal action. It is very

successfully used for air (space) disinfection. It is also used to prevent

algae growth in the water of recreational pools, reservoirs, cooling

towers, heat exchangers and various closed systems in industry.

Properties:

A specially selected combination of surfactants in the product

formulation enables rapid penetration of the solution into all pores,

ensuring fast and reliable elimination of bacterial flora, yeasts, and

moulds. The product does not corrode metals and does not damage

glass, rubber, plastics, leather, or other materials.

Compatibility:

The product is compatible with non-ionic and cationic surfactants, as

well as acids. It is not compatible with detergents based on anionic

surfactants, soaps, strong alkalis, or oxidising agents. Surfaces treated

with such agents must be thoroughly rinsed with water prior to

disinfection.
Application: The product can be applied manually or mechanically (by

immersion or spraying) at a concentration of 1–2% at temperatures up

to 40 °C, with a contact time of 5–30 minutes. For bactericidal activity, a

concentration of 1% with a contact time of 5 minutes is sufficient, while

for fungicidal activity against yeasts the contact time should be

extended to 15 minutes. Treated surfaces must be thoroughly rinsed

with water. The product is also suitable for use in disinfection

barriers.As an algaecide for swimming pool water, dosing is carried out

in the morning or evening when no bathers are present; an initial dose

of 10 g/m³ is applied, followed by 5 g/m³ every 5–7 days.

ACTIVE SUBSTANCES: Quaternary ammonium compounds, benzyl-C12-

16-alkyldimethyl chlorides (EC No. 270-325-2) 3 g/100 g; 

Didecyldimethylammonium chloride (EC No. 230-525-2) 3 g/100 g; N-

(3-aminopropyl)-N-dodecylpropane-1,3-diamine (EC No. 219-145-8) 3 

g/100 g; Glycolic acid (EC No. 201-180-5) 0.1 g/100 g"

10-20 ml/1L

1-2%
5g na 1m3
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Safety Advice and Storage Instructions:

Do not mix the product with other cleaning agents. Complete instructions

for handling and disposal of this product can be found in the Safety Data

Sheet (SDS).Store in the original container in a dry and cool place.
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Conductometric determination of the working solution


